






Web-based interface•	
Secure remote access•	
Real-time link to reservations system•	
Multi-building control•	
Multi-user access and security levels•	
Real-time control and status of any •	
device
Building, Zone, Room, and Device level •	
control
12 month custom temperature schedule •	

Hidden, customizable thermostat safety •	
and user limits, including device lockout
Timed  events by minutes, hour, day, •	
week, or year
Maintenance alerts by email, text •	
message, or pager
Complete device, room and zone history•	
Keep-ready room quotas•	

WiSaver Occupancy Sensors

WiSuite Control Center

WiSaver ST

Door Lock Integration WiSaver Kit

The WiSaver ST is a wired 
passive infrared occupancy 
sensor, available in low-
profile ceiling (ST-C) or wall 
(ST-W) mount versions.

WiSuite can communicate with some 
electronic door lock systems, eliminating 
the need for additional door sensors, and 
allowing more intelligent control.

Call us or visit WiSuite.com for 
compatibility questions.

The WiSuite Control Center is the heart of the WiSuite system. The power 
of ZigBee wireless lets the Control Center monitor and control your entire 
building without any backhaul wiring. The Control Center offers a robust, 
yet simple user interface with access to device status, history, and a real-
time troubleshooting system, securely accessible from any web browser.

The WiSaver ST or WR 
Kit includes a WiSaver 
occupancy sensor, and a 
wireless, low profile door 
sensor. 

WiSaver WR
The WiSaver WR is a ZigBee 
wireless passive infrared 
occupancy sensor, in a 
low profile ceiling mount 
configuration.

Motion Sensor Options

Door Sensor Options
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