
Overview

WiPoint WR  |  ZigBee Wireless Relay Controller

Product Highlights

Easy to Install
Two pieces with quick connector. Back plate can be wired 
and electronics added later.

True ZigBee Compatibility
The WiPoint WR incorporates a WiSE250 ZigBee module 
– a ZigBee 1.0 and PRO (draft) compliant communications 
module based on the Ember Platform.

Integrated Temperatur e Sensor
Ideal for HVAC applications.

Unobtrusiv e LEDs
The WiPoint WR features two small LEDs (power, link) tucked 
unobtrusively under the top grill, and that can be easily 
disabled.

The WiPoint WR is a fully-functional ZigBee wireless node with 
up to eight wirelessly controllable low-voltage (6-40V AC/DC) 
relays. The WiPoint WR is designed to work in conjunction 
with the WiStat WR for wireless control of a variety of HVAC 
equipment. 

A Simple Foundation with Flexible Options

High-Voltage Control
The WiPoint WR can control high-voltage appliances (such as fan 
coils or PTACs lacking OEM relay control) using the High Voltage 
Relay Kit.

Load Limiting Options
The WiPoint WR can be out� tted with load limiting or cuto�  
switches.

Low Power Consumption
The WiPoint WR’s low power pro� le could allow it to be powered by 
batteries in mobile applications.

High Voltage Relay Kit
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WiPoint WR  |  ZigBee Wireless Relay Controller

Compliant Specifi cations

IEEE 802.15.4

ZigBee v1.0 (2004)

ZigBee PRO draft

RF Characteristics

Outdoor LOS range 250m

TX Power Up to 5dBm

RX Sensitivity -95 dBm (1% PER)

Frequency ISM 2.405 - 2.480 GHz

Data Rate 250 Kbps

Power Specifi cations

Input Power 6V - 40V DC or AC

Ouput Power Input Power @ 150mA switched

Other Specifi cations

Temperature Sensor +/- 1°C accuracy with precision of 0.0016°C
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WiPoint WR Pin Diagram

WiPoint WR Dimensions
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